FROVO RIVER 1 916,
AN RER R TRV
Based on observations of the United States

Geological Survey made at the Station in Provo

Canyon.

Date River S.Fork Inflow Total
; (Assumed)

1 384 34 40 468
2 341 34 40 415
3 360 34 40 434
4 380 34 40 464
(5] 391 36 40 467
6 367 39 40 446
7 374 42 40 466
8 387 42 40 469
9 384 38 40 4602
10 347 2 40 429
11l 364 42 40 436
12 564 42 40 436
13 3680 34 40 434
14 384 33 40 467
16 408 54 40 482
16 441 (1) 40 616
17 449 34 40 bRd
18 449 &4 40 623
19 492 34 40 566
20 500 36 40 6786
2L 628 3N 40 606
22 548 16} 40 624
23 518 (1) 40 591
24 488 34 40 562
20 6500 34 40 574
26 467 &4 40 631
27 468 34 40 , 542
28 488 (1) 40 6563
29 620 66 40 596
30 630 36 40 706

Note: TForty (40) second feet 1s added to the observed
flow, which 18 Intended to give the Natural Provo
River in the Utah Valley the amount available for
irrigation and power,

Total 16,333

Total acre feet 30,666,

Meximum 706 second feet,

Minimum 416 " i

Mean 611 i "




